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GLOSSARY

Acceptance criteria: Criteria for the quality and stability of materials
received at the Pu Storage Facility for long-term storage that the donor
sites are responsible for meeting.

As low as reasonably achievable (ALARA): An approach to radiation
protection to control or manage exposures (both individual and collective
to the workforce and general public) as low as social, technical, economic,
practical, and public policy considerations permit. As used in DOE 5480.11,
ALARA is not a dose limit but a philosophy of design and operation

process, which has the objective of dose levels as far below applicable

limits of the Order as reasonably achievable.

Assay: A measurement that establishes the total quantity of nuclear
material present in the items being measured; the measurement may
establish the total element or total isotopic weight of the nuclear materials.

Attribute measurement: The measurement of some property of
population of items based on whether or not the items in a sample of the
population do or do not possess a given characteristic, or "attribute" (e.g.,
emit gamma rays).

Bagless transfer container: A can (used to contain plutonium metal or
plutonium oxide) that will be placed directdy into the primary containment
vessel as an option for a boundary container. The requirements for this
can include: corrosion resistant, hermetically sealed, and free of
transferable contamination.

Boundary container: The can (for plutonium metal or plutonium oxide)
that will be placed into the primary containment vessel. This container
may either be a bagless transfer can or other container that meets the
following requirements: corrosion resistant, hermetically sealed, and free

of transferable contamination.
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GLOSSARY

Cargo Restraint Transport (CRT): A specially designed container that
holds up to eight shipping packages of material to be stored in the Pu
Storage Facility. The CRTs restrict movement and prevent damage to the
shipping packages while in transit by Safe Secure Trailer (SST) or
Safeguard Transport (SGT), and during loading and unloading operatons.

Combustible: Material that will sustain combustion in a normal air
atmosphere. '

Confinement: A barrier to prevent undesirable passage of a given
material.

Confinement area: An area having structures or systems from which
releases of hazardous materials are controlled. The primary confinement
systems are the process enclosures (gloveboxes, hoods, conveyors, transfer
boxes, other spaces normally containing hazardous materials), which are
surrounded by one or more secondary confinement areas (operating area
compartments). (DOE 6430.1A)

Confinement measurement: Made to test whether some attribute of
nuclear material is consistent with the expected response for that material
if no significant change has occurred. The measurement may be a go/no-
go, qualitative, semiquantitative, or verificadon measurement.

Containment: Fully enclosed to retain contents in normal and possibly
accident conditions.

Crush resistant: Items that are expected to survive or containers that
are not expected to be breached if dropped from the maximum transport
elevation or if impacted by an object of similar shape and mass dropped
from the same height.

Decommissioning: The process of closing and securing a nuclear facility,
or nuclear materials storage facility so as to provide adequate protection
from radiation exposure and to isolate radioactive contamination from the
human environment. (DOE 6430.1A)
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GLOSSARY

Design Basis Tornado (DBT): The design tornado applicable to the
performance category of the facility under consideration at that specific
site. Safety class items are designed to remain functional during and after
this design tornado. (Adapted from DOE 6430.1A)

Design Basis Wind (DBW): The design wind applicable to the
performance category of the facility under consideration at that specific

site. Safety class items are designed to remain functional during and after
this design wind.

Effective Dose Equivalent (EDE): The dose equivalent from both

external and internal irradiation defined by EtW; x Hywhere Hr is the dose
equivalent in tssue T and Wr is the weighting factor representing the ratio
of the.risk arising from irradiation of tissue T to the total risk when the
whole body is irradiated uniformly. The EDE is expressed in units of rem.
For the purposes of this report, the internal radiation dose is that which
would be received over the succeeding 50-year period. (Adapted from
DOE 6430.1A).

Emergency power: DBA-qualified, fully redundant power generation,
switching, and distribution system that meets the IEEE 379, IEEE 384, and
safety class criteria in Division 16, Electrical. It is designed to activate on

" loss of the normal power supply (or in the case of UPS systems, be on-line)

and is used to supply safety class items with power to allow them to
maintain their safety class functions or other essential elements. (Adapted
from DOE 6430.1A).

Emergency power systems: The auxiliary power systems that provide
power to safety and security related equipment during periods of pardal
or total power failure of associated primary power system. (Adapted from
DOE 6430.1A).

Enclosure: A compartment that functions as a physical barrier, with
continuous limited boundaries, to prevent the release of radioactive and
hazardous materials to the environment through the use of ventlation and
control systems. Examples are gloveboxes, hoods, canyons, hot cells, and
tunnels. (Adapted from DOE 6430.1A).
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GLOSSARY

Facility: For the purpose of this document, "Facility” encompasses all of
the buildings, systems, equipment, operations, and functions within the
site boundaries, including site development features such as landscaping,
roads, walks, and parking areas, outside lighting and communication
systems, central utility plants, utilities supply and distribution systems,
and other physical plant features, that are associated with the main
function (e.g., Material Storage). It does not include other non-associated
functions that are collocated on the same site.

Low-Level Waste (LLW): Radioactive waste not classified as high-level
waste, TRU waste, spent nuclear fuel, or byproduct material, as defined by
DOE 5820.2A. (DOE 6430.1A) Low-Level Waste radionuclide concentrations
are below 100 nCi/g.

Material Access Area (MAA): An area that contains a Category I
quantity of SNM and is specifically defined by physical barriers, located
within a protected area, and subject to specific access controls. (DOE
6430.1A)

Material accountability: The use of measurements, analyses, records,
and reports to maintain knowledge of the quantities of nuclear materials
present in each accountability area of a facility and the use of physical
inventories and material balances to verify the presence of materials or to
detect loss of materials after it occurs. It consists of item and bulk
material accountability.

Material Balance Area (MBA): A subsidiary account of the facility
designed to establish accountability and to localize inventory differences.
It is an identifiable physical area wherein the quantity of nuclear material
being moved into or out is represented by a measured value. (Adapted
from DOE 6430.1A)

Material Control and Accountability (MC&A): That part of
safeguards that detects or deters theft or diversion and provides assurance

that all nuclear materials are present.

Measurement control: Consists of procedures and activities used to
ensure that a measurement process generates measurements of sufficient

quality for their intended use.

xiv






GLOSSARY

Nondestructive assay: A measurement of materials without altering
their chemical or physical form.

Nuclear materials accountability: That part of a safeguards program
encompassing the procedures and systems to (a) perform nuclear materials
measurements, (b) verify the location and quantities of nuclear material
through physical inventories, (¢) maintain records and provide reports, (d)
perform data analysis to account for nuclear material and to detect losses,
and (e) help investigate and resolve apparent losses of nuclear material.

Nuclear materials control: that part of the safeguards program
encompassing management and process controls to (a) assign and exercise
responsibility for nuclear material, (b) maintain vigilance over the
material, (¢) govern its movement, (d) monitor the inventory and process
status, detect unauthorized actvities for all nuclear material, and (e) help
investigate and resolve apparent losses of nuclear material.

Off-normal: Refers to shipping packages, secondary containers, primary
containment vessels, or boundary containers which do not meet acceptance
criteria or are suspect condition.

Operating Basis Accident (OBA): Maximum severity accident under
which the plant structure, systems, and components are designed to either
remain operable or be readily restored to operating condition. (Adapted
from DOE 6430.1A)

Overpack: All packaging material including shielding, insulation, drum,
etc., which are outside high integrity primary and secondary containment
as provided.

Performance Category (PC): Categories defined in DOE-STD-1020-92
which are used to determine design requirements and for evaluation of
DOE facilities to survive natural phenomena events. These categories
reflect the importance of the facility as to occupant and public safety,
continued function, and assurance needed for containment of hazardous
materials. (Adapted from DOE 6430.1A) (this definition references a more
current DOE standard.)






GLOSSARY

Physical inventory: (a) determines the quantity of material on hand by
physically ascertaining its presence using techniques which include
sampling, weighing, and analysis, and (b) identifies, physically locates, and
determines accountability values for nuclear material on hand in
accordance with a predetermined schedule.

Preaction Sprinkler System: A sprinkler system employing automatic
sprinklers attached to a piping system containing air that may or may not
be under pressure, with a supplemental detection system installed in the
same areas as the sprinklers. Actuation of the detection system opens a
valve that permits water to flow into the sprinkler piping system and to be
discharged from any sprinklers that are open.

Primary Containment Vessel: The storage container that provides the
outer containment boundary for long-term storage of pits and non-pits in a
noncontaminated area. In the case of pits, the primary containment vessel
is the AT-400A.

Product container (material): The inner container that is in contact
with the stored product (plutonium metal or plutonium oxide.) This may
either be the boundary container, or a container that resides inside the
boundary container. The product container will be free of all organic
material such as plastic bags, organic coatings, or gaskets.

Property Protected Area (PPA): An area for controlling public access
to the plant property, but does not contain classified information or SNM.

Protected area (PA): An area for controlling Category I and II
quantities of SNM.

Power grade plutonium: This grade of plutonium has an isotopic

weight percent concentration of 2#0Pu which is greater than 19%. For
purposes of scoping its thermal power and radiation emission
characteristics, the following two representative power-grade plutonium
isotopic percent concentration compositions have been defined: 1.1 238 Pu,
62.0 239Py, 22.0 24Py, 12.0 241Py, and 3.0 2+Puy; and 3.5 23%Pu, 26.4 238 Py,

16.0 241Py, and 9.1 242Pu.






GLOSSARY

Rem: A unit of dose equivalent that is the product of absorbed dose (D) in

rads in tssue, a quality factor (Q), and other modifying factors (N).
Derived from roentgen equivalent man. (DOE 6430.1A)

Residue: Excess process material or scrap from a manufacturing or

purification generation which contains sufficient plutonium to not be
classified as waste.

Safe Secure Trailer (SST): A specially designed semi-trailer that has a
protective and deterrent system that is used with a special tractor to
transport nuclear explosive or Special Nuclear Material (SNM).

Safeguards: An integrated system of physical protection, material
accounting, and material control measures designed to deter, prevent,
detect, and respond to unauthorized possession, use, or sabotage of SNM.
In practice, safeguards involve the development and application of
techniques and procedures dealing with the establishment and continued
maintenance of a system of activities including physical protection,
quantitative knowledge of the location and use of SNMs, and
administrative controls surveillance to assure that procedures and
techniques of the system are effective and are being carried out.
Safeguards include the timely indication of possible diversion or credible
assurances by audits and inventory verification that no diversion has
‘occurred. (DOE 6430.1A)

Safeguard transport (SGT): A specially designed semi-trailer that has a
protective and deterrent system that is used with a special tractor to
transport nuclear explosive or Special Nuclear Material (SNM).

Sanitary landfill: A system for disposal of garbage, trash, and other
rubbish from domestic sources in compacted layers covered with soil to a
depth sufficient to exclude rats, flies, and other vectors. Most sites provide
for leachate control. (DOE 6430.1A)

Secondary (boundary) container: A high integrity container for
transportation in which non-pit primary containment vessels are placed.
Secondary containers have threaded or bolted lids.

Shall: Denotes a requirement. (DOE 6430.1A)
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GLOSSARY

Shipping package: The assembly of components necessary to ensure
compliance with Federal packaging requirements.

Special Nuclear Material (SNM): Plutonium, uranium-233, uranium
enriched in the isotope 235, and any other material that pursuant to the
provisions of Section 51 of the Atomic Energy Act of 1954, as amended,
has been determined to be special nuclear material, but does not include
source material; it also includes any material artificially enriched by any of
the foregoing, not including source material. (DOE 5633.3A)

Standby power: A reserve power generation or supply with switching
devices that will supply power to selected loads in the event of a normal
power-failure. It is not required to have redundant equipment or to
operate through events greater than UBC. A standby power system shall
not be classified safety class. (DOE 6430.1A)

Strategic reserve material: Plutonium or other SNM material that is
reserved for nuclear weapons. Refers to inventory of DOE owned SNM.
Quantity is determined by the Nuclear Weapons Council.

Structures, Systems, and Components (SSCs):

(1) Structure: Is an element, or a collection of elements to
provide support or enclosure such as a building, free standing
tank, basins, dikes, or stacks.

(2) System: Is a collection of components assembled to perform a
function such as piping, cable trays, conduits, or HVAC.

(3) Component: Is an item of equipment such as a pump, valve
or relay, or an element of a larger array such as a length of
pipe, elbow, or reducer. (DOE 6430.1A)

Surplus material: Refers to inventory of DOE owned SNM determined to
be in excess of defense needs that has been released from the Nuclear
Weapons Program. Quantity is determined by the Nuclear Weapons
council. Existence of Surplus Material is a result of recent nuclear arms
reduction agreements and pledges. Materials declared as excess will be
placed under a voluntary program of international verification and

inspection.
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GLOSSARY

Tamper Indicating Device (TID): Device used on a container to reveal
a violation of the container's integrity.

TRU waste: Without regard to source or form, radioactive waste that at
the end of institutional control periods is contaminated with alpha-
emitting TRU radionuclides with half-lives greater than 20 years and
concentratons greater than 100 nCi/ag. (DOE 6430.1A) Regarding the
Waste Isolation Pilot Plant, high-level waste and spent nuclear fuel as
defined by DOE 5820.2A are specifically excluded by this definition.

Uninterruptible Power Supply (UPS): A power supply that provides
automatic, and nearly instantaneous power, without delay or transients, on
failure of normal power. It can consist of batteries or full-time operating
generators. It can be designated as standby or emergency power
depending on the applicadon. Emergency installations must meet the
requirements specified for emergency power. (DOE 6430.1A)

Verification measurement: A quantitative remeasurement to verify an
existing measured value as previously recorded.

Weapons grade plutonium: This grade of plutonium has an isotopic
weight percent concentration of 24Pu which is nominally 6%. For Purposes
of scoping its thermal power and radiation emission characteristics, DOE/DP
has defined a nominal weapons-grade plutonium as having the following
isotopic percent concentration composition: 0.01 238 Pu, 93.0 239 Py, 6.0
240Py, 0.75 241Py, and 0.01 242Pu.
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SCOPE

Two related events have combined to create an unprecedented condition in
the history of the nuclear weapons programs. The first event is the
cessation of the production of nuclear weapons and most nuclear weapons
components by the Department of Energy (DOE). The second event is a
significant scheduled reduction in the military nuclear weapons stockpile.
The condition resulting from these two governmental actions is a large
surplus of weapons-grade plutonium. Storage of this plutonium in a safe,
secure manner for decades is the challenge facing the DOE. '

Prior to these events, most plutonium was either located in the military
stockpile or in interim storage at eight DOE-owned facilities, or was
undergoing processing or fabrication. During the reduction of the weapons
stockpile, DOE plans to dismantle the weapons and place the plutonium in
interim storage at the Pantex Plant. DOE's long-term plans include
selecting and developing an ultimate disposition method for the surplus
plutonium. Itis expected to take several years to select a method and
begin disposing of the surplus plutonium, and several decades to dispose of
all the plutonium currently in interim storage at DOE facilities. Prior to
disposal, the surplus plutonium will need to be stored.

Alterpatives

Congress must decide where the nation's plutonium will be stored and the
combination of new and existing facilities that will be used. The goal is to
provide the best long-term storage solution based on initial capital cost,
the total life cycle costs and socioeconomic impacts. The Programmatic
Environmental Impact Statement/Record of Decision (PEIS/ROD) process
will be used to select an alternative.

There are three types of alternatives under consideration for the storage of
DOE plutonium:

a. "No action" - Under this alternative, existing storage facilities
would continue to store plutonium. No significant changes would
be incorporated into existing facilides or storage methods. This
alternative may not comply with the long-term storage
requirements.






SCOPE

(continued)

b. "Upgrade" - Under this alternative, plutonium would continue to
be stored at some or all of the existing storage locations. The
facilities and storage methods would be upgraded and/or
modified to satisfy the long-term storagée criteria and all Federal,
State, and local Environmental Safety and Health ( ES&H)
regulatory requirements.

c. "Consolidated" - Under this alternative, all the plutonium would
be stored at a new storage plant. Plutonium storage in existing
storage facilities would be phased-out.

The data presented in the report outlines conditions as they exist today in
the areas of interest - (i.e. F-Area Plutonium Production and Storage
Facilities). Once F-Area deinventory is completed and the facilities are
transferred to standby mode around FY2000, SNM materials would be
available for consolidation in one location.

This issue of the PEIS Data Report, Revision 3, includes additional
information on the two Options selected as the bounding case under the
Upgrade Alternatve. Specifically, Opton 1 - New Plutonium Storage
Facility and Option 3 - 235-F Upgrade. Informaton in this revision on
Opton 2 - P-Area Assembly Area Upgrade appears in its original form.
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1.0 MISSIONS AND ASSUMPTIONS

1.1 MISSIONS

Missions under this Data Call are defined as follows:

a.

No-Acton: Under this alternative, existing storage facilities would
continue to store plutonium. No significant changes would be
incorporated into existing facilities or storage methods. This
alternative may not comply with long term storage requirements.

Upgrade: Under this alternative, plutonium would continue to be
stored at some or all of the existing storage locations. The facilities
and storage methods would be upgraded and/or modified to satisfy
the long-term storage criteria and all Federal, State, and local
Environmental Safety and Health (ES&H) regulatory requirements.

This report will focus on the Upgrade Alternative as designated as item (b)
above. Environmental data for item (a) was forwarded in a separate
report. (Doc. #ESH-NEP-930/88 Rev. 1 dated 10/18/93)

1.1.1 NUCLEAR MATERIALS PROCESSING

The Nuclear Material Processing Division of WSRC has responsibility
for plutonium recovery operatons. SRS Facilities for the processing
and storage of plutonium are located in F Area.

The primary mission of the F-Area Facilities to FY2000 will be to
deinventory nuclear materials not yet processed, reprocess any
stored materials which do not meet long term acceptance criteria,
place operating facilities in the standby mode, and provide an
acceptable storage location for the Special Nuclear Material (SNM)
product untl a long term storage facility can be built.






1.1.1 NUCLEAR MATERIALS PROCESSING (continued)

Existing storage vaults available in F Area can provide safe and
adequate capacity in the interim until a new consolidated vault can
be built for a 50 year storage life.

Other NEPA Activites which could affect stabilization and
deinventory plans are the Record of Decision (ROD) for the
Environmental Impact Statement on the Interim Management of
Nuclear Materials at SRS (IMNM EIS) (expected in March 95), the
Programmatic EIS for Spent Fuel Management (with a ROD expected
in June 1995), the EIS for Foreign Research Reactor spent fuels (ROD
expected in December 1995), and site-specific EIS efforts that would
be concluded after the Disposition Programmatic EIS is completed.

Justfication for the selection of Plutonium Storage Options is
provided in Section 3.0.

1.1.2 NMPD G B

The primary goals and objectives required for an orderly transition
to standby status of plutonium processing in F Canyon, FB Line, and
associated facilities are:

1) Stabilize by conversion to metal or oxide all in-canyon
inventories of plutonium and convert the uranium solution to
oxide.

2) Process residues such as scrub alloy, sweepings, reduction
residues, etc. that require aqueous processing for stabilization.

3) Process existing SRS inventories of aluminum clad targets and
offsite aluminum clad plutonium rich bearing fuels.

4) Transfer compatible F-Area processing feedstocks to H Area to
minimize F-Area deinventory time.

5) Complete cleanout, flushing and chemicals/hazardous materials
disposal to a level satisfactory for maintaining facilities in a safe,

stable configuraton.
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1.1.2 OVERALL GOAILS AND OBJECTIVES (continued)

6) Deactivate and isolate facilities and systems that are not -
required in standby mode to minimize resources and risk.

7) Implement standby surveillance and maintenance program.

8) Maintain the safe storage and management of SNM materials.
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1.2.3 COMPLIANCE - RULES, REGULATIONS, CODES, AND
GUIDELINES (continued)

The PDC requires that the facilities comply with all applicable
federal, state, and local laws and regulations, as well as the
appropriate industry consensus codes and standards.

b. Existing shared support facilities shall not be required to
comply with the PDC where:

° The facilides do not require modification or expansion
to support SNM storage operations, and

o Three quarters (75%) of the output from the facilities
supports non-SNM storage operations.

c. If any part of a building or facility requires compliance with
the PDC, the entdre building or facility shall be upgraded to
comply with the PDC criteria.

d. Any proposed exceptions to the PDC shall be documented, and
submitted to DOE for resolution and/or approval as soon as
possible. Documentation shall include a description of why the
PDC criteria can not be met, what criteria can be met, and what
are the consequences of not meeting the requirements or how
the requirements will be met by other means.

e. Facilities that were under construction by July of 1993 are
assumed to be existing. Construction started after July of 1993
shall be considered as part of the Upgrade Alternative. The
SNM Consolidation Project at the Rocky Flats Plant is an
exception to this requirement.

f. Existing facilities that are required to comply with the PDC shall
not use paragraph 3, Section 0101-1 of 6430.1A to exempt
these facilities from complying with the 6430.1A requirements.

g. Upgrades shall comply with the Americans With Disabilities Act
of 1990 (ADA), which is a Civil Rights Law that guarantees
unprecedented accessibility to facilities and programs for
people with disabilities.
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1.2.4 ENVIRONMENTAL, SAFETY AND HEALTH (ES&H) continued)

e. The use of carcinogens shall be minimized or eliminated, where
possible.

ENVIRONMENTAL, SAFETY AND HEALTH (ES&H) -
WASTE MANA E '

a. Generation of all wastes shall be minimized subject to the
constraints of ALARA.

b. Low level mixed wastes shall be stored in a long-term storage
building at an approved site. If on-site storage is selected, the
storage facility will be sized to support three years of interim
storage of low level mixed wastes. Space will be provided for
facilites to store low level mixed wastes generated during the
50-year life if the storage facility.

c. All liquid and particulate LLW shall be immobilized before
disposal. LLW shall be disposed at an approved site.

d. Transuranic (TRU) waste shall be stored on an interim basis
and then shipped to an approved site. TRU waste is generated
only by Plutonium operations.

e. Hazardous waste, sanitary wastewater, and sanitary and
industrial solid waste may be treated in the same manner as is
the current practice at the site, as long as it complies with the
PDC.

f. All fire sprinkler water discharged in process areas shall be
contained and treated as process wastewater, when required.

g. Storm water management system shall be designed to reduce
pollutant discharges, to the maximum extent practicable,
through the site management practices, control techniques and
systems, design and engineering methods, and other
appropriate methods.

-10 -












1.2.6 Pu STORAGE FACILITIES (continued)

k.

A list of all facilities supporting the Upgrade shall be provided.
The following data shall be provided for all facilities that are
required to comply with the PDC: functional descriptions,
structure footprints, gross area requirements, construction
types (e.g. concrete or steel), and security access locations (i.e.
PPA, LA, PA, and MAA).

The vault will be used for storage of plutonium-239 materials
primarily. Other isotopes, such as neptunium-237 and
plutonium 238, may also be stored at the facility. However,
special acceptance criteria and containers design for the
isotopes has not been developed to date.

The new vault will not be equipped to store site standards and
sources.

The Plutonium Storage Facility will normally operate on a S
day per week, 8 hour shift for shipping and receiving. Storage,
security, and utility operations are required 24 hours a day.

Each stored container will generate up to 15 watts of heat. The

H&V System for the vaults should be designed to maintain a
maximum vault temperature of 100°F.

- 13-
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2.0 PLANT AND FACILITY DESCRIPTIONS
2.1 SITE GENERAL

The Savannah River Site (SRS) occupies about 300 square miles in Aiken,
Barnwell, and Allendale counties on the upper Atantic Coastal Plain of
South Carolina. The Savannah River Site is approximately 25 miles
southeast of Augusta, Georgia; 22 miles south of Aiken, South Carolina; and
100 miles from the Atdantic coast (Figure 2-1). The site is operated for DOE
by Westinghouse Savannah River Company, the primary contractor at SRS.
The F-Canyon facilities, FB-Line, and associated facilities where plutonium-
239 is recovered and stored are located in 200 F Area near the center of
SRS. Tritium facilities are located in 200 H Area. SRS is owned by the
United States Department of Energy (DOE).

2.2 EF-AREA PROCESSING FACILITIES

F Area contains processing facilities designed primarily for recovery of
plutonium-239 from irradiated or unirradiated feed materials. Major
facilities, as shown on plot plan Figure 2-2, consist of 221-F Canyon, for
dissolution and purification and FB Line for conversion to metal or oxide as
desired. Two new facilities, New Special Recovery (NSR) and Plutonium
Storage Facility (PSF), are complete, but were not put in operation. Both
facilities are in cold standby status awaiting DOE startup approval. NSR
may provide additional scrap dissolution capacity when required. PSF and
the building 247-F vault could be started if required to provide additional
interim storage capacity during the de-inventory period.

The current mission of F Area is to transition the nuclear material
processing facilities at SRS from a production mode through
decommissioning, maintaining a nuclear material production competency,
until the facilides are de-inventoried, and then begin terminal cleanout of
those facilities while maintaining storage and accountability of SNM at
Savannah River Site. A listing of the major facilities located in the F-Area
Separations Facilities is shown in Table 2-1. A brief description of each
facility's function is provided in the following sections.

- 14 -
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TABLE 2-1

EXISTING FACILITY DATA
F-AREA
FOOTPRINT| NO. OF
BLDG. NO. FACILITY NAME (SQ. FT.) LEVELS CONSTRUCTION
211-F Qutside Facilities N/A Supply Tanks/
Metal Frame
: Bldgs.
221-F F-Canyon 376,600 4-6 Concrete
235-F Pu FF & Actinide 23,986 2 Concrete
Billet Lines
241-F Tank Farm N/A - Bermed Tank
series Farm for Waste
246-F Equip. Dev. (1) 13,660 3 Metal Frame
Facility
247-F Naval Fuels 140,000 2 Concrete &
Metal Frame
251-F Primary Sub Sta. (1) 1,923 - Outside
292-F Canyon Exh.Fan 12,482 1 Concrete
House
294~ Sand .Filters 24,000 Concrete
F&lF&2F 36,000
10,080
701-1F Guard House (1) 6,080 1 Metal Frame
703-F Admin. Bldg. 20,000 1 Metal Frame
704-F Admin. Bldg. 12,141 1 Metal Frame
707-7F |Admin. Bldg. (1) 16,000 1 Metal Frame
707-F Admin. Bldg. (1) 16,000 1 Metal Frame
709-F Fire Station (1) 2,075 1 Metal Frame
717-F Mock-up Shop - (1) 27,640 2 Metal Frame
Area Maint. Shops
723-F Laundry (1) 11,421 1 Metal Frame
772-F & |Contol Lab. (1) 41,479 2 Concrete &
1F 3009 Metal Frame

(1)

Storage Facility.

To be used to support the proposed Consolidated Plutonium
All Facilities used less than 25% of

capacity for Upgrade Alternative activities.
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2.2.1 221-F CANYON

The 221-F Canyon facility was completed in 1954 with the primary
mission for recovery of reactor targets for production of new
plutonium. It has both remote and manual operations consisting of a
warm canyon, hot canyon, and center section for control room and
utilities. Overhead cranes are provided in both canyons to allow
remote equipment repairs, equipment replacement and process
revisions.

The 221-F Canyon facility contains the Pu-239 PUREX separation
process. Resumption of F Canyon operations is dependent on the
Interim Management of nuclear materials Environmental Impact
Statement (EIS), currently under development. The EIS will
determine the final course of action needed to stabilize the existing
plutonium-bearing materials stored in the facility, reactor areas and
the Receiving Basin for Offsite Fuels, and to clean out and flush F
Canyon to place it in a stand-by conditon. Future F Canyon weapons
production operations are not necessary because of the reducton in
the nation's weapons stockpile.

2.2.2 NEW SPECIAL RECOVERY/PU STORAGE FACILITY

The New Special Recovery (NSR) facility is located on top of the 221-
F Canyon. NSR was designed to replace the scrap dissolution systems
in FB-Line, however, startup has been cancelled due to mission
changes. All activities associated with the start-up of the New
Special Recovery (NSR) facility have been terminated.

The Plutonium Storage Facility (PSF), a staging vault for NSR, is
located in a hardened structure on top of the 221-F Canyon, and

adjacent to the NSR facility. Startup of PSF has been discontinued
due to mission changes.

Neither of the above facilities has been contaminated.

- 15 -
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2.2.3 221-FB LINE

The FB-Line facility is located in a hardened structure located on top
of the 221-F Canyon facility. The FB-Line is designed to process low
concentration plutonium solution from the F-canyon processes into
plutonium metal or oxide.

Extensive restoration of the FB-Line facility has been in progress for
the last decade. These efforts have been successful in reducing
radiation exposure risk associated with continued operation. The
restart and subsequent operation of FB Line is required to transform
the dissolved plutonium from 221-F canyon operations to a stable
oxide or metal form for long term storage. With restart of the FB-
Line, the two SNM storage vaults located in FB-Line will be utilized
as required to support operation activity.

2.2.4 247-F, NAVAL FUELS FACILITY

The 247-F Naval Fuels Facility has been placed in a standby
condition due to mission changes. The 247-F processing facilities will
continue to be maintained in a safe shutdown condition. The 247-F
facility contains a vault area which may be used for SNM storage.

The 247-F facility's office and material storage areas will be
maintained to support other potential activities. Approval to store
Pu-239 in 247-F is pending.

2.2.5 235-F FACILITY

The 235-F facility contains the Actinide Billet Line (shutdown), Pu-
238 finishing operations (shutdown), and three SNM storage vaults.
The facility's critical systems will be maintained in continued safe
shutdown of the Actinide Billet Line, Plutonium Fuel Form (PUFF)
facility, and Plutonium Experimental Facility (PEF) operations. The
235-F facility is staffed to support the continued operation of the
235-F vaults to meet SNM storage requirements for the deinventory
process.

- 16 -
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2.2.11 PLUTONIUM STORAGE FACILITIES (continued)

The Plutonium Storage Facility (PSF) is a new partially automated
(stacker retriever) vault capable of storing SNM in shipping
containers. This facility has a wide range of nondestructive assay
equipment for confirmatory and accountability measurements of
materials as well as advanced accountability features. The PSF is
located in a hardened structure on top of the 221-F Canyon adjacent
to the NSR facility.

The Building 247-F vault could provide additional SNM shipping
container storage capability. Shipping containers in this facility
would be stored manually. The 247-F facility has been considered
for restart, but is not currently in NMPD plans due to compliance
issues and the cost effective use of manpower.

- 18 -







2.3.5 701-1F GUARD STATION

The 701-1F guard station serves as the main pedestrian entrance to
the 200-F limited access area. The 701-1F building is located at the
west entrance to the 200-F Area and serves as the vehicle exit

control point for the area. Additional guard stations are located at
the north entrance of F Area and west of the F-Area tank farm. Fach
of these serve as both vehicle and pedestrian entrances to the area.

2.3.6 704-F MEDICAL FACILITY

In addition to administration offices, 704-F contains the medical and
cafeteria facilities for F Area. The 704-F medical facility is staffed
with emergency medical personnel 24 hours a day. A physician is on
duty 8 hours a day.

2.3.7 709-F FIRE STATION

The 709-F facility houses the area fire department, fire engines, and
on-duty firemen. This facility is located outside the limited access
area adjacent to the 701-1F guard station. Additional fire protection
information is referenced in Vol. Ill, Section C.7 and B.5.22.

2.3.8 STEAM AND COOLING WATER

Steam and cooling water for F Area are provided through onsite
facilities. Steam is distributed from an onsite, coal fired power plant
via the F-Area steam supply system. F-Area domestic water is
supplied from two wells to treatment facilities in building 282-F.
Cooling tower water is circulated throughout F Area from a central

storage basin.

2.3.9 ELECTRICAL POWER

Electrical power for F Area is provided by the 200-F Power Loop.

The Power Loop is supplied by the 251-F Electrical Substation
located in the northwest corner of F-Area. The 251-F Facility is a
substation consisting of two 115/13.8 KV, 24 MVA wransformers and
associated switchgear. The 13.8 KV is distributed to F-Area through
a 2000A bus. At the present time, the system demand is less than
40% of capacity. The two transformers are equipped with additional
forced air cooling which would upgrade the rating to 32 MVA.

- 20 -
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2.3.10 723-F LAUNDRY

Building 723-F provides laundry facilities for personnel pro'tective
clothing used in F Area. This facility could continue to operate in
support of operations in the area.

-21-
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3.0 SRS OPTIONS

Under the upgrade alternatve SRS has the option of either selecting an
existing facility suitable for upgrade or building a new facility.

The following section reviews a number of existing facilities and provides
pros and cons for upgrading these facilities vs. building a new storage
facility.

3.1 EXISTING VAULT STORAGE SPACE IN F-AREA

3.1.1 OPERATIONS

Four vaults are currently available for Pu 239 staging and storage as
shown in Figure 3-1. Materials are received either by rail (spent fuel
receipts) or truck (SST and SGT shipments from other DOE sites).

Rail shipments from onsite reactors and offsite foreign and research
reactors are received and processed through F-Canyon with
plutonium nitrate being sent to FB-Line and waste material sent to
the F-Area Tank Farm. FB-Line converts the plutonium nitrate to
either metal buttons or plutonium oxide. These product materials
are then stored in the FB-Line Vaults or moved to the 235-F vaults
for storage (currently active vaults). Normal truck receipt and
shipment offsite is from the FB-Line Loading Dock.

Truck shipments from other DOE Sites may also be received or
shipped from the Plutonium Storage Facility (PSF) Vault assuming
the facility is started up and used during the deinventoring process.
Receipt materials could be sent to either F Canyon or FB Line
depending upon the recovery process required. New Special
Recovery is also available (currently not in service) to process metal
or oxide scrap if the capability is required during the deinventory
process.

The approximate storage capacity for the four existing vault areas is
shown in Table 3-1.
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Vault

FB-Line Vaults
(2)

Bldg. 235-F Vaults
(3)

Bldg. 247-F Vault
(1)

PSF Vault(1)

Comments

Mostly oxide or

Jrecovery feed, but

also, metal and scrap
materials.

Scrub Alloy, mixed
oxides, alloys, lean
oxides, metal forms,
scrap.

Metals forms only.
Not yet on line.

Table 3-1
Existing Pu 239 Vault Storage
Containers Positons
Pails, 400
Cans, 1094
Shipping 60

Containers

Shipping 431
Containers,

Pails, Sleeves

Shipping

Containers 540
Shipping

Containers 430

Metal forms, Oxides.
Not yet on line.

The FB-Line Vaults and 235-F Vaults are currently in use and serve
as staging vaults for the FB-Line Operation. The positions listed are

the total number in each vault.
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3.1.2 ISSUES

b)

Each of the existing vaults in F Area has a number of issues which
would have a major impact on consideration of their future use as a
storage facility over the next 50 years. This section elaborates on
these issues. '

The FB-Line Vaults are located at the third and fourth levels of the
facility. These vaults are manually operated vaults using
administrative control. Exposure to operators working in these areas
ranges from 30-100 mr/hr. Neither vault is easily expandable and
current plans are to turn the FB Line over to EM once deinventory
and clean-out are complete. Colocation of storage and process
operations in one building is unacceptable for long term storage of
Plutonium under the new regulations (6430.1A).

The 235-F Facility is a two-level hardened structure with 24,000 SF
at each level. Currently approximately 50% of the space is available
for other use assuming some level of D & R of contaminated areas
and the relocatdon of office space, change rooms, and some
maintenance and support areas to a new soft structure. The building
contains three vaults per Table 3-1 which are currently in use.
Relocation of these materials would be required if this facility were
chosen for upgrade in order to make cost effective modifications.
The building is a reinforced concrete structure of adequate design to
qualify per current seismic requirements.

Another plus for this location is the existing Perimeter Intrusion and
Detection Alarm System, Entry Station, and Control Alarm Station.

On the negative side, many internal asbestos walls will need to be
removed, as well as a number of piping and electrical process and
support systems which are partially contaminated.

It appears that with all things considered the 235-F location is the
best existing facility Option available in F-Area.

Building 247-F is a hardened concrete and metal structure located
within a PIDAS zone to the northeast of the 221-F Canyon. The 247-
F facility contains one vault for storage of SNM material. The existing

vault contains approximately 540 storage positions.
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3.1.2 ISSUES (continued)

(d)

Utilization of the 247-F Building for a consolidated storage facility
would require extensive renovation. The existing facility's hardened
structure consists primarily of the existing storage vault. This vault
space is currently set up for manual operation. Renovation would
require an-expansion to approximately 10 times the current area to -
accommodate the anticipated storage and staging requirements. The
renovation would be in areas where some contamination has A
occurred during past operation. The cost of the extensive renovation
required for this existing facility would more than off set the
advantage gained by the existing PIDAS Zone available at this
location.

The Plutonium Storage Facility (PSF) is a hardened structure made as
part of the 221-F Canyon that has never been put in service.

The PSF vault contains approximately 430 positions for SNM storage.
An estimated 2000 positions are necessary for anticipated de-
inventory and additional storage requirements. Expansion of PSF
would be very costly due to its location. Construction costs would
increase significantly for work in this location. In addition, security
requirements for a plutonium storage facility may require
construction of a PIDAS zone encircling the 221-F canyon.

Utilization of PSF for a consolidated storage facility would require a
separation of responsibilities for the facility and the 221-F Canyon
which is scheduled for turnover to EM following the de-inventory
process. In addition, DOE Order 6430.1A states that "New
[plutonium] storage facilities shall be physically separated from
process operations.." This requirement would be impossible to meet
for PSF in its current location.
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3.2 QTHER SRS SITE LOCATIONS

3.2.1 GENERAL DESCRIPTION

Several of the idled reactors at SRS have Class I space available
which may be suitable for conversion to Plutonium Storage Vault
use.

The Reactor Assembly Rooms (in L, P, and K Reactors at SRS) provide
a high bay enclosed structure approximately 180 ft. x 220 ft. x 30 ft.
high. This area would accommodate a 2000 position vault and the
necessary staging operations. Additional cost advantages could be
gained by use of existing PIDAS Zone, and administrative and utility
support systems.

A review of the various reactors locations has confirmed the fact that
the P-Reactor Assembly Area is a suitable concrete structure for a
Plutonium Storage Mission. The other locatons (L & K) were
designed without a hardened assembly area and, therefore, would
not be acceptable.

3.2.2 ISSUES

There are several issues which will impact the cost to upgrade. P-
Reactor is listed below:

1) Residual contamination from handling fuel rods and from leaking
contaminated water systems must be removed as part of the
D&R process.

2) The location of the Reactor Buildings is not near existing
plutonium and waste management infrastructure, thus making
capital and operating costs potentally less attractve.

3) Existing Security Systems in P-Area will require extensive
upgrade to meet regulatory requirements.
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3.3 SELECTING THE OPTION

Based on a review of the most suitable existing facility, the SRS
Position is to develop environmental data and cost estimates for 3

Optons:
Opdon1l - New F-Area Facility
Opton 2 - P-Reactor Assembly Area Upgrade
Option 3 - 235-F Upgrade

Note that Option 2 data has not necessarily been refined in this
report revision. Options 1 and 3 represent the bounding cases for
SRS Upgrade Alternatives.

3.3.1 FUNCTIONAI DESCRIPTION

This section presents a description of the material handling
functons for staging and storing Plutonium Metal and Oxide
containers. A Block Flow diagram indicating the material flow
through the Facility is shown in Figure No. 3-4. The description
applies to all three Upgrade Options being presented for
consideration unless noted otherwise. For a detailed
description of the functional operation of the Facility see
Appendix C in the Supporting Documentation Report.

Materials will be delivered to the storage facility in either Safe
Secure Transports (SSTs), Safeguard Transports (SGTs), or
Intrasite Transfer Vehicles (ISTVs) at a rate of up to 500
shipping packages per year. All shipping packages containing
radioactive materials will be received in the truck unloading
(TU) area. The truck will enter the truck bay and the material
will be unloaded and moved to the Shipping Package Storage
(SPS) area within the hardened facility.

1The Transfer Verification Check, as detailed in DOE Order 5633.3A,
Chapter II, page 11, consists of a confirmation of the shipping
containers or item count, of TIDs integrity and identification, and
comparison of the shipping documentation to provide assurance that
the shipment was received intact.
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3.3.1 FUNCTIONAL DESCRIPTION (continued)

In the TU Staging Area packages will be removed from CRTs, as
applicable. The final receipt verification check! of items will be
performed. This check will include verification of the number
of shipping packages received, inspection of Tamper Indicating
Device (TID) integrity, and verification of package -
identification. Each item will also be checked for
contamination. Contaminated items will be decontaminated.

The items in the shipment will be moved from the TU area to
the Shipping Package Storage (SPS) area. This area will serve
as a temporary holding area while all items in a shipment are
confirmatory measured. The SPS area also will serve as a
holding area for items being shipped from the facility.

Material Confirmation (MC) includes weighing and taking
gamma/neutron fingerprints of the shipping packages. After
completion, shipping packages will be moved back to SPS or on
to shipping package unpackaging.

The shipping package unpackaging/packaging (SPU) function
includes unpackaging of shipping packages, removal of primary
containers, weighing and reading bar code labels of the
primary containers, and packaging of primary containers in
shipping packages for shipping.

The handling of contaminated items is expected to occur on an
infrequent basis, if ever. The contaminated items are handled
in a shielded inert glovebox line equipped with dismantling,
processing, inspection, assembly, and decontamination
equipment. Most of the Abnormal Package Handling (APH)
functions are performed manually.

The Accountability Measurement (AM) function includes
equipment needed to perform non-intrusive nondestructive
assay (NDA) of the primary containers. Before primary
containers leave AM, an Engineered Storage Fixture (ESF) is
attached to the primary containers for criticality spacing in
order to prepare them for storage in the vault.

Other processes conducted in the facility that are not directly
involved in the storage of the materials are:

-28 -




K 1 1| - T L— — i— S—




3.3.1 EUNCTIONAL DESCRIPTION (continued)

o Waste Collection and Handling

° Equipment Maintenance.

o Equipment and Shipping Package/ Storage Container
Decontamination.

o Shipment preparation (Preparing materials for out-going
intrasite or offsite transfer).

. Material Analytical Testing and Inspection.

° Abnormal Package Handling

Npte that the Analytical Testing of the stored SNM materials
will be performed in existing SRS laboratories.

3.3.1.1 TRUCK UNLOADING (TU) AREA DESCRIPTION

All SNM will be received at the facility or shipped from the
facility through the Truck Unloading (TU) area. Separate truck
unloading and loading areas will be provided for receiving or
Sl;’lipl\lljmg equipment, materials, supplies, and waste, exclusive
of SNM. -

The TU area will include a Truck Receiving Bay, a Dock, Staging
Area, and supporting areas.

The truck receiving bay for Options 1 and 2 will be totally
enclosed, drive-in facility. The entry and exit point to the
truck bay will be within the Perimeter Intrusion Detection and
Assessment System (PIDAS) zone. The truck bay will be sized
to allow entry of a single delivery vehicle at a time and to
allow the delivery truck cargo doors to be opened after the
vehicle is inside the bay, and the bay has been secured.

This bay will be designed for unloading and loading either
Intrasite Transfer Vehicles (ISTVs), Safe Secure Transports
(SSTs), or Safeguard Transports (SGTs). Most intrasite transfers
will be made using ISTVs. However, some transfers as well as
shipment to offsite destinations may be made using SSTs or

SGTs.
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3.3.1.1 TRUCK UNLOADING (TU) AREA DESCRIPTION
(continued)

Due to insufficient available area, Option 3 will utilize an
enclosed dock, instead of a totally enclosed truck receiving bay.
While the truck will be exposed, the handling or movement of
material onto or off the truck will be obscured as with the
Opton 1 and 2 cases.

Some shipping packages (ShPs) will be delivered as individual
units while some will be restrained as groups of packages in
Cargo Restraint Transports (CRTs). Materials will be received in
shipping packages that typically consist of a containment vessel
packaged within an outer steel drum (30 or 55 gallon size).

Upon arrival, the delivery vehicle will enter the secured area
and the truck bay area. The TU area shall be sufficiently
enclosed to obscure the handling or movement of materials on
to or off of the delivery vehicle from personnel outside the TU
area. After the vehicle has entered the TU enclosure and the
truck outer bay door is closed, the truck cargo doors will be
opened.

Unloading operatons for an arriving delivery vehicle will not
be started until all shipping packages from the previous
shipment have been processed into SPS and the TU dock area
has been surveyed for contamination and confirmed to be
clean. The first step on arrival of a shipment after bringing the
delivery vehicle to the dock is to verify shipping/receiver
papers. The cargo doors are then opened to confirm that
radiation levels in the cargo area are sufficiently low to allow
personnel entry. The exterior surfaces of the containers will be
surveyed for transferable contamination.

Detailed procedures for conducting the radiation surveys and
checking the received packages for contamination and for
unloading the delivery vehicles will be prepared by Health
Protection (HP) and Operations, respectively. However, for the
purposes of this document, the following steps can be assumed:
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3.3.1.1 TRUCK UNLQOADING (TU) AREA DESCRIPTION
(continued)

1. HP workers will enter the trailer to monitor radiation levels.
After confirming that radiation levels in the trailer are
acceptable, a check for contamination on accessible surfaces of
each package will be performed using an approved HP
procedure.

2.  After completion of the HP checks, the shipping packages will
be counted, and the number compared to pre-shipment
informaton. If there are differences, the discrepancies must
be resolved with the shipper before unloading of the vehicle
can be initiated. ‘

3. Equipment operators will off-load the shipping packages using
shielded forklifts. If packed into a Cargo Restraint Transport
(CRT), a CRT handler forklift will be used to move the CRT to
the unloading dock area. The shipping packages will be
removed from the CRT on the dock using a shielded forklift
with special drum handling capability. The bar code
identification must be verified and the TIDs inspected within
one day of material receipt and prior to transferring a shi<ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>